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Canale  Chandel ier 

  Handmade in Italy
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Finishes Polished Chrome

Bulb life

Dimming

Voltage 

Certification

Installation Type

15,000 hrs

10-100%. Wattage +/- 10%
Lumen Values +/- 5Lms
CRI +/- 5%
Fully tested with LUTRON© DVCL, DVEL

120 V / 240

UL, CE listed

Hardwired

cast murano glass
chrome frame with integrated LED's

72" H 
adjustable on site, customizable on request

>1000 lbs | >453 kg

location on center

12x LED strips (integrated)
9W 2700K
350 lm
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24 5⁄₈ in
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39 3⁄₈ in 

23 ½ in
23 ½ in

1 in 

62.5 cm
64.2 cm 
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59.6 cm
59.6 cm 

2.4 cm 

Materials

Dimensions

Canopy

Drop 

Weight

J-Box

Lamping
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Canale  Sconce 

Finishes

  Handmade in Italy

cast murano glass
chrome frame with integrated LED's

>300 lbs | >136 kg

location on center

3x LED strips (integrated)
9W 2700K
350 lm

W
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14 ¾ in
5 ¼ in 
59 in 

14 in
¾ in 

58 ¼ in 

37.5 cm
13.4 cm 

150.0 cm 

35.6 cm
1.9 cm 

143.5 cm 

Materials

Dimensions

Backplate

Weight

J-Box

Lamping

Polished Chrome
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Bulb life

Dimming

Voltage 

Certification

Installation Type

15,000 hrs

10-100%. Wattage +/- 10%
Lumen Values +/- 5Lms
CRI +/- 5%
Fully tested with LUTRON© DVCL, DVEL

120 V / 240

UL, CE listed

Hardwired

14 ¾ (37.5cm)
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Canale Sconce 

W
D  
H   
seat 

  Handmade in Italy

Polished Chromecast murano glass
chrome frame with integrated LED's

< 50 lbs | < 22.7 kg

location on center

3x LED strips (integrated)
9W 2700K
350 lm
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10 in
5 ¼ in 

9 7⁄₈ in in 

9 in
¾ in

  9 ¼ in 

25.4 cm
13.4 cm 
25.0 cm 

59.6 cm
1.9 cm 

23.5 cm 

Materials

Dimensions

Backplate

Weight

J-Box

Lamping
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Bulb life

Dimming

Voltage 

Certification

Installation Type

15,000 hrs

10-100%. Wattage +/- 10%
Lumen Values +/- 5Lms
CRI +/- 5%
Fully tested with LUTRON© DVCL, DVEL

120 V / 240

UL, CE listed

Hardwired

Finishes


