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D E S C R I P T I O N

Topo’s elegant construction is both minimal and inviting, seamlessly joining an elliptical glass bulb to the

unique visual textures of our circular backplate. Offered in a selection of rich earth tones ranging from

Clay to Basalt, the backplate radiates with warmth as the light illuminates the organic patterns on its

surface.

M AT E R I A LS  

Opal glass, wood and cement composite

P E R F O R M A N C E  

468.1 lm 

Power Consumption 7.1W 

Luminaire Watts 7.1W 

66 lm/W 

90 CRI 

L E D L I F E S PA N

50k hours 

C E RT I F I CAT I O N

ADA Compliant 

UL Listed 

Suitable for Wet Locations 

IP65 

P R O D U CT D I M E N S I O N S  

Medium: 12 x 12 x 3.2 in | Small: 8.5 x 8.5 x 3.2 in 

Y O U R  P R O D U C T  C O D E  

TP-WS-1D-  -  -  -  -  _  _  - 
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Specification Logic

S I Z E

D I F F U S E R  (G LO B E )

BAC K P L AT E  F I N I S H

C CT

D I M M I N G  / C O N T R O L / I N P U T

I P  R AT I N G

Medium 12" M

Small 8.5" S

Ellipse E

Oat V1

Straw V2

Clay V3

Basalt V4

Rust V5

2700K (warm white) 27

3000K (soft white) 30

3500K (neutral white) 35

0.1% Dimming, 0-10V Control, 120V or 277V "Universal Input" 0.1_10V_UNV

10% Dimming, TRIAC / Forward Phase Control, 120V Input 10_TRIAC_120V

1% Dimming, 0-10V Control, 120V or 277V "Universal Input" 1_10V_UNV

1% Dimming, TRIAC / Forward Phase Control, 120V Input 1_TRIAC_120V

Low Voltage (Driver required, driver not included) LV

IP 65 IP65
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Drawings

TP Topo Sconce Medium

TP Topo Sconce Small
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